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Introduction
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Meaning of Symbols
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AWarning

Warnings must be followed to avoid
serious bodily injury.
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ACaution

Cautions must be followed to avoid
damage to this product or bodily injury.
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Important must be followed to avoid damage to
this product.
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Notes contain important information on the
operation of this product.
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Safety Instructions
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Read all of safety instructions in the Operation Guide.
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Placing
EXIE

Holding the Printer
ARMDEFEH

Placing for the Printer
EX B PTDHESR

“-"460 mm 300 mm

Place the printer in a location that meets the
following requirements.

 Leave adequate room as shown in the illustration
for placing the printer.

e Choose a level and stable location that can support
the weight of the printer (23 kg (main unit only)).

o Use the printer in an environment with a
temperature of 10 to 35 °C, and a humidity of 20 to
80%. When the printer is placed on a system rack,
make sure the environment of the rack is within
these ranges.

Even the conditions above are met, you may not
print properly if the environmental conditions are
not proper for the paper. Also, keep the printer
away from drying, direct sunlight, or heat sources
to maintain the appropriate humidity.
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o JUVH—DEEW 23kg (KFEDH) [CTHTWA BND.
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When lifting the printer, hold it in the
areas indicated in the manual.

If you hold any other areas, the printer
may fall or your fingers could be
trapped and damaged when placing
the printer.

ACaution
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Checking the
Accessories

(/= o DR

Removing Protective
Materials

(REMODEIDHAL

 Setup guide (this guide)
¢ Spindle unit (A)
¢ Maintenance cartridge (B)

o« B RPYITHAR (FE)
¢« AEVRILAZ=w I~ (A)
o XUFTFIUAN—KUwI (B)

A USB cable and ink cartridges are not supplied.
These need to be purchased separately.
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The shape, number, and position of the protective
materials is subject to change without prior notice.

REMOINPELY. MASHAEEFFELELEEINDC
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Remove the protective tape from the exterior of

the printer.
HIENAIDRET —TZIHULE T,

Remove the scrap paper box.
Pull the top section forward and then lift out the bottom
section.
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Remove the protective cardboard and tape from
inside of the roll paper feeder.
O—)LR—/\—{HSBAD STV R—ILERET—T %=
BObAHLET,




Grip the handle to release the lock, and then pull
out the roll paper feeder.

NoFZEDODFATOY IZREFRL. O—JLN—/\—{H
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Remove the spindle unit.
AEVRILAZy RO HULE T,

Push the roll paper feeder into the printer.
O—ILN—/\— e ZR_REXTHULAHE T,

Attach the scrap paper box.

Insert the bottom section, and then push the top section
into place.

Ay MFHEZERDRIFET
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Open the cartridge covers, and then remove the
protective tape from inside the printer.
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Close the cartridge covers.
H—RU Y IHI\—ZEHDHETT,



Installing Cartridges
A—bhUyIDEY H

e Do not touch the chip (A) on the ink cartridge.
Doing so may cause incorrect operation or
printing.

e Do not touch the ink supply port (B) on the ink
cartridge. Ink could leak out.

o 1VUN—KUyIDERES (A) [CIEESE
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Open the cartridge covers.
H—bRMUYIHN-ZRITFET,

Remove the ink cartridges from the bag, and

insert them fully into the printer.
AVIN—hMUy IR SEDHUL, BICRESH

BETAUVIN— MUY IEELIAHETT,

Y SB C
Yellow Sky Blue Cyan
4 I0— AHAATI— T
P BK M
Pink Black Magenta
EVo JS5wvy 4%

Remove the Maintenance cartridge carefully
without tilting.
Push it up, and then pull it out.

XVFTFVAA— BRIy IZREFEVKLSITERELT
TV —HREDSENICEIEHLET,
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Insert the Maintenance cartridge.
AXVTFIAN— MUy IEELVIAHTT,
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Close the cartridge covers.
H—RU Y IHI\—ZEHDHETT,



Connecting the Power
Cable

minJ1— FOERE

¢ Use only the type of power source
indicated on the printer's label.

o Make sure the printer is earthed to
prevent accidental short circuits.

o ACTO0V LIADERIFFERALENT
<IEELY

o RESWBHLEDD, gk (77—
R) ZfToTLIEEL,

AWarning

Check that the cover is closed, and then connect
the power cord to the printer.
HAIN—EHZENTULWEWNC & %#ERL. EFRI1—K%E
BHREULEI,

Press the Power switch on the printer.

Initial ink charging begins. Ink charging takes
approximately 20 minutes. The () light flashes during ink
charging. When the () light stops flashing, ink charging is
complete.

TUVI—DEFRAA vy FEHMULIET,
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BRAOUEHBA VY IORIEBIFT T T,

¢ Do not turn off the printer when charging the
ink.

e When the following lights turn on, open the
cartridge cover, and check that the cartridge for
the light that is turned on is inserted correctly.
&, : Maintenance cartridge light
BK/SB/M/C/Y/P: Ink light

o If the light remains on even after performing
the operation mentioned above or the ink does
not charge, contact service support.
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Loading Paper
N—=I\—Dtv b

Make sure the printer is on when loading paper.

n WNIFBFEDADIRETRN—/\—Ztzy FULTLE
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Stand the spindle unit on a flat surface and
remove the upper flange.

ESEBMRICAEY RILAZY heEZE., HEDTS
VIERDbHULET,
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Remove the new paper from its packaging, and
stand it on a flat surface. Wipe the edge of the
paper with a soft cloth several times to remove
any dirt such as paper powder.

Stand the paper so that the winding direction of the paper
counter-clockwise when viewed from above.

FLUINR—N—ZRKHSWDHUT. ESFEFRICHE
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Turn the paper upside down, and then place it on
the spindle unit.

Place the core over the spindle unit so that the winding
direction of the paper is clockwise when viewed from
above.

N—=/\—DLETFZERELT.AEY R)LOAZy Mty
FLET,
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Wipe the edge of the paper with a soft cloth
several times to remove any dirt such as paper
powder.

N—/)\—0_LimEZRSHU\ i CHERWVTHEREE
DEN=ZRDEDET,



Insert the flange into the shaft of the spindle unit
so that the core of the roll paper is held securely
between the top and bottom flanges.

AEVRIVAZY FOEHIC TS VI BEZEULIAH, O—
IR—=\—D|EELTDITSVITLOH D EHEH
x93,

Remove the Scrap paper box.
Ny MLFHEEMDHULET .

“i/a.

Grip the handle to release the lock, and then pull
out the roll paper feeder.

BoFEDFATOVIEREIRL., O—ILR—/\—{it
REES|IEHLE T,

Match the inner edge guide on the roll paper
feeder to the size of the paper.

To adjust the position of the inner edge guide, lift the inner
edge guide towards you slightly and move it to the left or
right. Match the triangle mark on the inner edge guide to
the scale.

O—JUR—)\—1{{E8D A VF—T v I HA RENR—
IN—YBAXICEDLEET,

AVF—ITvIHA ROMUBERAETDEEF. AV —
TyvIHA REBEFRICES LI TEG BB EBET,
AVF—TvIHA RO=BEY—IZEBRDICEDEET.

Hold the spindle unit in the direction shown
above, and then place it in front of the roll paper
feeder.

Remove any tape or protective sheets from the paper.

If the leading edge of the paper is ragged, cutitin a
straight line with a pair of scissors and so on.

AEVRIAZY b2 EROEEICLT, O—)bNR—
N—HEEOFRICEEF T,

R=){—[CT =T PRE— PN TVD EEFIROS U
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Load the spindle unit and check that the shaft fits
into the bearings.
AEVRILAZYy hZEEY FU. BDEZZ(FCIRE D
TWBH T LZMHERELET,

Match the Front edge guide to the width of the
paper.
7202V Iy IHA REN—/\—DIREICEDEET,
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Insert the leading edge of the paper into the
paper feed slot.

Insert the paper until the paper light turns on.
N—)\—DFCimZEHROICELIAHT T,
R=\=FVTHRLITHFT. X—){—ZEZULIAHFT,

Push the roll paper feeder into the printer.
O—)bR—/\— B ZRE TH ULIAH T T,



Carefully roll the paper into the printer to take up
any slack.

N—)\—ZHR[CEIICEILT. X—/\—DfcdHZH
b¥xd,

If the paper slack is not removed completely, print
quality may decline, and paper jams could occur.
Make sure you take the slack out of the paper.

B [~ —hranrnecERTEE. TUY RO
HEDDCEEBESLELLD. R—/—hiE
ol T HEACKDET. UFA—)—DfeD

HER O TLIEEL,

Attach the scrap paper box.
Hy M FHEZEWMDDFIFET,
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Check that the printer's () lightis on.
TVIH5—D GO SVTHRIILEI L ZERLE T,



Before Printing
JU Y DR

Check that the computer and the printer are on.
NVIAVETVYI—DEBEFEHA>TVS I LR
LET,

Check that the printer's () light is on.
TJUV5—D O SYTHRIILTVD T & =R L
F9,

Check the "DX 100" is selected for printer on the
print menu of application soft.

ERTA7IVr—vavvI s (ReEIVr5—
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ZREIRT DT ETHRIDITAE T

See the "Printer Driver Operation Guide" for more
details on using the printer driver.

TV = RSAN—DFERTER [TUVF—K
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