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Introduction
[ ]

Introduction
Meaning of Symbols

AWarning: Warnings must be followed to avoid serious bodily injury.

ACaution: Cautions must be followed to avoid damage to this product or bodily injury.

n Important: Important must be followed to avoid damage to this product.

Note: Notes contain important information on the operation of this product.

Screen Shots In the Guide

[ Screen shots used in this manual may differ to the actual screens. Also, the screens may differ depending on the
operating system used and the usage environment.

[d  Unless otherwise noted, screen shots in this manual shows case of Windows 7/Mac OS X 10.9.
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Printer Parts

Front

© Top cover
Open when a paper jam occurs or to perform maintenance.

© Sstatus display light
This light indicates when the printer's status is normal or if an error has occurred.
5 “Lights” on page 11

© Power switch

This is normally ON (the () light is lit). If an emergency occurs, or when it is not going to be used for extended
periods of time, press the switch to turn off the printer (the () light turns off).

O Inklight (orange)
5 “Lights” on page 11

© Cartridge cover (left)
Open when replacing ink cartridges.
£ “Replacing Ink Cartridges” on page 45
@ Scrap paper box
Holds waste paper that is cut off during printing. Make sure you empty the box when replacing paper. Needs to be

removed when loading or removing paper.

5 “Emptying the Scrap Paper Box” on page 58
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(7] Tray/Large tray (optional)
Holds the ejected print outs.

£ “Attaching and Removing the Tray” on page 42

© Cartridge cover (right)
Open when replacing ink cartridges or the maintenance cartridge.
5 “Replacing Ink Cartridges” on page 45

£ “Replacing the Maintenance Cartridge” on page 53

When the scrap paper box is removed and the cartridge cover is open

© Ink cartridges
Install six color ink cartridges.

@ Roll paper feeder
Pull it to the front when removing the spindle unit.

@ Maintenance Cartridge
Container that holds the waste ink fluid.

£ “Replacing the Maintenance Cartridge” on page 53
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Rear

© Exhaust vent
Exhausts air used to cool the printer internally.

© ACinlet
Connects the power cord to the printer.

© USB port
Connect the USB cable here.

O Airflow vent
Takes in air to cool the printer internally.

© Lock lever
Releases the lock for the rear cover.

O Rear cover
Open when a paper jam occurs or to perform maintenance.
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Feeding Unit

© Inner edge guide
Matches the width of the roll paper.

© Spindle Unit
Loads the roll paper.

© Handle
Turn this to rewind roll paper onto the spindle unit.

O Front edge guide
This guide allows you to insert paper into the paper slot. Match the guides to the width of the paper.

© Paper light (blue)
Indicates the paper insertion status for the roll paper feeder.

On: Paper has been inserted into the roll paper feeder correctly.
Off: Paper has not been loaded.

O Paper slot
Insert the leading edge of the roll paper here when loading.
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Print head unit

© Print head unit
Fires ink while moving left and right to print. Do not move the Print head unit manually with too much force.

Spindle Unit

© Flange
Insert into the ends of the roll paper's roll core on the left and right to secure it.

10
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Lights

O O light (blue)
The printer's operational status is indicated by a lit or flashing light.

On: The printer is ready to print.
Flashing: The printer is printing, initializing, performing maintenance, and so on.
Off: The printer is not on, or printer operations have stopped due to an error.

©® ! light (orange)
The printer's error status is indicated by a lit light.

On: An error has occurred, the printer is performing error recovery operations, or a printer system
error has occurred.

Off: No error.

© < light (orange)
Indicates the status of the roll paper feeder.

On: Paper has not been loaded in the roll paper feeder, or the paper is out.
Flashing: A paper jam has occurred.
Oft: No error.

1
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O 4 light (orange)
Indicates the status of the maintenance cartridge.

On: Printing cannot be performed because there is not enough free space in the maintenance
cartridge, or an error has occurred because the maintenance cartridge was not recognized
correctly.
£5° “Replacing the Maintenance Cartridge” on page 53

Off: No error.

© Ink light (orange)
Indicates the status of the ink cartridges.

On: Printing cannot be performed because the light is on indicating that there is not enough ink in the
ink cartridge, or an error has occurred because the ink cartridge was not recognized correctly.

7 “Replacing Ink Cartridges” on page 45

Off: No error.

12
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Safety Instructions

To use this printer safely, be sure to read the manual supplied with the printer before use. Not handling this printer as
described in the supplied manual could cause a breakdown of the printer or an accident. To resolve any unclear points

regarding the printer, keep this manual on hand at all times.

Meaning of Symbols and Marks

Warning:
This symbol indicates information that, ifignored, could possibly result in serious injury or even death due to incorrect
handling.

Caution:
This symbol indicates information that, if ignored, could possibly result in bodily injury or damage to property due to
incorrect handling.

Indicates that your hand could get trapped.

Indicates that the printer must not get wet.

Indicates prohibited (do not do) actions.

Indicates items (instructions/operations) that
must be performed.

Indicates that disassembly is prohibited.

Indicates that the power plug must be
unplugged.

Indicates that you must not touch the printer
with wet hands.

RGN

Indicates that the printer must be earthed.

®@ @ @ D

Indicates that specific parts must not be
touched.

13
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Notes on Installation

A Warning

O

Do not block the printer's airflow vents.

If the airflow vents are blocked, the internal temperature rises and could cause a fire.

Do not cover with a cloth or other materials and do not install in an area with poor ventilation.
Also, be sure to secure the installation space indicated in the manual.

7 “Necessary Space” on page 97

A Caution

Do not install or store in a location that is unstable or subject to vibrations from other equipment.

If it falls, an injury could occur.

Do not install it in smoky or dusty locations, humid locations, or locations where it is likely to get wet.

Electric shock or fire could occur.

When lifting this printer, make sure you use the correct posture.

If you do not use the correct posture, an injury could occur.

e 00

When lifting the printer, hold it in the areas indicated in the manual.

The printer may fall if you lift it by holding other areas, and your fingers could be caught which may cause an
injury.

See the following for more information on lifting the printer.

£ Setup Guide

&

If you place the printer on a stand with casters (wheels), make sure you secure the casters to prevent them from
moving before starting operations.

If the stand moves unexpectedly during operations, an injury could occur.

Notes on Handling

A Warning

%,

Do not use in locations with volatile substances such as alcohol and thinner, or in locations with fires.

Electric shock or fire could occur.

Do not use the printer if you notice smoke, strange odors, or sounds.
Electric shock or fire could occur.

If an abnormality occurs, turn off the printer immediately, unplug it from the electrical outlet, and contact your
local dealer.

Do not use this printer if foreign materials, water, or other liquids have entered the printer.
Electric shock or fire could occur.

Turn off the printer immediately, unplug it from the electrical outlet, and contact your local dealer.

14
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A Warning

Except as instructed in the manual, do not disassemble the printer.

Making repairs yourself is extremely dangerous and must not be attempted.

Do not use the printer in locations where inflammable or explosive gas and so on may be present in the
atmosphere. Also, do not use sprays containing inflammable gas inside or around this printer.

A fire could ignite.

Except as instructed in the manual, do not perform any other wiring.

A fire could ignite. Other connected equipment could also be damaged.

Except as instructed in the manual, do not touch any other parts inside this printer.

Electric shock, burns, or injury could occur.

Q60 006

Do not insert or drop any metallic or flammable objects into this printer through the openings.

Electric shock or fire could occur.

A Caution

Do not climb on the printer and do not place any heavy objects on the printer.

If it falls or breaks an injury could occur.

When moving the printer, turn it off, unplug the power cable from the electrical outlet, and make sure that all
cables have been disconnected.

If cables and so on are damaged, electric shock or fire could occur.

Do not put your fingers near the paper roller section when the printer is on or when it is printing.

If your fingers are caughtin the paperroller, an injury could occur. Only handle the paper after it has been ejected
completely.

When storing or transporting this printer, do not tilt it, stand it on its side, or hold it upside down.

Ink could leak out.

When opening and closing the covers, do not place your hands near the points where the main unitand the cover
join.

If your fingers or hands are trapped, an injury could occur.

Do not place your hand inside the eject slot.

If you touch the cutter, an injury could occur.

Q0 0L 0O @O0

When moving the roll paper feeder in or out, grip the handle.

If you place your hands into any other sections, either side of your hand or fingers could be injured.

15
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Notes on the Power Supply

A Warning

Use only the type of the power supply indicated on the label.

Electric shock or fire could occur.

Do not use the power plug if any foreign materials such as dust are stuck to it.

Electric shock or fire could occur.

Make sure the blades of the power plug are fully inserted into the electrical outlet.

Electric shock or fire could occur.

Qe Vo

Do not use the power cable if it is damaged.

Electric shock or fire could occur.

Contact your local dealer if the power cable is damaged.

Note the following points to avoid damaging the power cable.
Do not modify the power cable

4 Do not put heavy objects on the power cable

[ Do not bend, twist, or pull

[ Do not place it near heating appliances

Do not plug in or unplug the power cable with wet hands.

Electric shock could occur.

Do not perform daisy-chain wiring for the power cable.
It could overheat and cause a fire.

Take power directly from a residential electrical outlet.

Unplug the power cable periodically and clean between the blades and the base of the blades.

If the power cableis left plugged in for an extended period of time, dust could accumulate around the edge of the
plug which could cause a short-circuit and a fire.

When unplugging the power cable from the electrical outlet, grasp the plug itself and not the cable.

The cable could be damaged or the plug could be deformed and an electric shock or fire could occur.

e & 0O

Make sure the printer is earthed to prevent accidental short circuits.

If the printer is used without being earthed, an electric shock or fire could occur. Attach the earth wire for the
power cable to one of the following points.

[ The earth terminal on the electrical outlet
1 Copper wire and so on that has been buried at least 65 cm underground.
[ An earth terminal for which grounding has been performed

When attaching or removing the earth wire, the power plug must be removed from the electrical outlet. Check
the earthing for the electrical outlet being used. If you cannot perform earthing, contact your local dealer.

%,

Do not connect the earth wire to the following points.
[ Gas pipes (they could ignite and cause an explosion)

[ Earthwiresfortelephonewiresorlightning rods (thisis dangerous asalightning strike causes ahuge surgein
electricity)

1 Water pipes or faucets (earthing is not performed if there is any plastic piping in the pipes)

16
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A Caution

€

For safety reasons, when the printer is not used for an extended period of time, unplug the power cable from the
electrical outlet.

Notes on Consumables

A Caution

©

If ink gets in the eyes or mouth, or stains the skin, treat the area as follows.
[  Ifink adheres to your skin, immediately wash it off using soapy water.

[ If ink enters your eyes, rinse immediately with water. Failure to observe this precaution could result in
bloodshot eyes or mild inflammation. If you notice any abnormalities, consult a physician immediately.

[ Ifink enters your mouth, consult a physician immediately.

Do not disassemble ink cartridges.

If it is disassembled, ink could get in your eyes or adhere to your skin.

Do not shake the ink cartridges too hard.

Ink may leak from the cartridge if you shake it too hard.

Do not rub the edges of the printing paper with your hand.

The edges of the paper are thin and sharp and could cause an injury.

S 006

Do not store ink cartridges within the reach of children.

17
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Notes on Usage

Notes when Handling the Main Unit

4

;|

Do not suddenly change the temperature in the room where this printer is installed.

If the temperature changes suddenly, drops of water (condensation) could occur inside the printer which may
have an adverse effect on operations.

Use the printer in an environment with a temperature of 10 to 35 °C, and a humidity of 20 to 80 %. When the
printer is placed on a system rack, make sure the environment of the rack is within these ranges.

Do not place any containers containing water, such as vases or cups, on the printer. If water enters the printer, it
may breakdown. Also, do not put any heavy objects on the printer.

The printer is equipped with several vents. The vents take in and exhaust air to cool the printer internally. Do not
block these vents by placing any objects against them, or by covering them with film sheets or paper.

Do not use accessories designed for this printer with any other products.

If the printer's covers are opened during printing, a safety device is activated and printing is stopped
automatically. Do not turn off the printer in this condition. This could cause the print head nozzles to dry and
print quality to decline.

Depending on the performance of the computer being used, the printer stops printing temporarily; however, this
is not a malfunction. This problem does not normally occur for Windows 7 or later.

The printer and the computer are communicating. Do not do anything to interfere with the printing operation,
such as opening covers or removing the paper.

If the printer is not used for an extended period of time, make sure you leave the Ink cartridges and Maintenance
Cartridge installed.

Do notleave the printer for more than three days in a state in which the power was turned off due to a power outage
and so on. Paper may curl which could cause a decline in printer performance.

Contact our service support when transporting the printer.

Notes on the Paper

Notes on Handling

Use paper recommended by our company.

Note the following points when handling the paper.

4

4

Do not bend the paper or scratch the surface of the printable side.

Do not touch the printable side of the paper. Moisture and oil from hands can have an adverse effect on the print
quality.

Handle the paper by the edges. We recommend wearing cotton gloves.

18
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d Do not throw away the paper packaging as you can use it for storing the paper.

[d Do not use paper that is wrinkled, scuffed, torn, or dirty.

Notes on storage

Before and after opening the paper, store it in an environment that is not subject to direct sunlight and meets the
following conditions. If paper is not being used after it has been opened, remove it from the spindle unit and wind it up
before storing.

Storage environment

Storage area
Humidity Temperature

Original packaging (store in the original packaging)

20to 80 % 15t025°C

Paper Case (optional)

Important:
Do not wet the paper.

Notes on printing

Make sure that the leading edge of the paper is perpendicular to the long side and cut completely straight.

Storing and displaying print outs

[d Make sure you do not rub or scratch the printed side.

[d  Avoid locations that are subject to high temperature, humidity, and direct sunlight, and store in a dark place.
4 Avoid displaying print outs outdoors or in direct sunlight. This may accelerate the fading.
0

When displaying print outs indoors, we recommend placing them in glass frames and so on. This allows you to
display your print outs for a long time without them fading.

Notes on Ink Cartridges

4 Ifyoumove the ink cartridges from a cold place to a warm place, leave them at room temperature for more than
four hours before use.

4 Werecommend that ink cartridges be stored in a cool location and used before the expiry date printed on the
packaging. Also, the ink cartridges should be used within six months of opening.

d Do not touch the ink supply port on the ink cartridge or its surrounding area. Ink may leak from it.

[ Theinklevel and other data are stored in the IC chip, allowing ink cartridges to be used after being removed and
replaced.

4 To avoid getting dirt on the ink supply port, store the removed ink cartridge properly. The ink supply port has a
valve in it so it does not need to be capped.

19



Frontier-S Operation Guide

Introduction

[ Removed ink cartridges may have ink around the ink supply port, so be careful not to get any ink on the
surrounding area when removing the cartridges.

d Do not touch the green chip on the ink cartridge; otherwise you may not be able to print properly.
4 Do not drop or knock ink cartridges against hard objects; otherwise, the ink may leak.

4 Evenwhilenothingis printed, the printer uses ink from all cartridges during head cleaning and other maintenance
operations to keep the print head in good condition.

4 Although the ink cartridges may contain recycled materials, this does not effect printer function or performance.

d Do not leave the printer without ink cartridges installed. The inks inside the printer may dry and you may not be
able to print.

[d Install ink cartridges into each slot. You cannot print if any of the slots are empty.

[ To maintain the quality of the head, the printer stops printing before ink cartridges are completely expended;
therefore, some ink is left in used cartridges.

Disposing of Used Ink Cartridges and Maintenance Cartridges

Dispose of consumables and optional parts in accordance with your local laws and statutes, such as by entrusting them
to an industrial waste disposal company.

Introducing the Software

You need to install the printer driver on your computer to use the printer.

Software Name Summary

Printer Driver This software allows you to print using the printing instructions from another
application.

£ "Printer Driver Operation Guide"

Maintenance Tool This software allows you to perform adjustment and maintenance operations
such as checking the printer's status, making settings, performing head cleaning
and so on. This is installed with the printer driver.

£ "Maintenance Tool Operation Guide"

20
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Printing Methods

Basic Printing Methods

Open the printer driver screen on the connected computer, and then make settings such as the Paper Type and Paper

Size.

See the "Printer Driver Operation Guide" for more details on the printer driver.

Load paper into the printer.

7 “Replacing Paper” on page 23

Display the print screen for the application you are using.
Click Print (or Print... and so on) from the File menu.

Operations may differ depending on the application software being used. See the manual supplied with the
application for more details.

Display the printer driver's screen from the application's print screen.

In Windows, select this printer, and then click Print Settings (or Detailed Settings or Properties).
In Mac OS X, select this printer, and then select Print Settings from the list.

Make the necessary settings.
Paper Type: Set the paper being used.

Image Quality (print quality): Normally set Standard. If you want to print using high image quality, set High
Image Quality. If you want to print quickly, set High Speed.

21
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Paper Size: Set the size of the paper used for printing.

Windows: Mac OS X:
- hl
o= Printing Preferences M

<& Main Printer: | FUJIFILM DX100 s
Print Settings Presets: | Default Settings &l
Paper Type [FUJLF].LM Quality Dry Photo Paper (Glossy) ']
Image [sm ord ] Copies:

naar hd
Qualty Pages: (=) All
Color @ Color Controls (2 No Color Adjustment  (2) ICM (JFrom: |1 to: |1
Management =
Paper Size 152 x 102 mm (6 x 4in) - Paper Size: | 210 x 297 mm (8.3... | 8.27 by 11.68 inches
N —
[¥#] Borderless Expansion - U Orientation: @ Scale: | 100 %
Min Mid Max | Print Settings ™
Orientation Paper Type: | FUJIFILM Quality Dry Photo Paper... & |
@ Portrait () Landscape Copies |1 = LnacSoisibal sSiandacd d
[ collate [ Reverse Order || Borderless
Expansion Settings: | Max
[ Display Printer Status ]

[ Advanced Settings ]

[ Start DX Printer Maintenance Tool ]

Language

[Auto Select = ][ ResetDefais | Version x.xx

Gaes

| Cancel | @

See the "Printer Driver Operation Guide" for an explanation of each setting item.

When you have finished making settings, click OK.

E On the application's print screen, click Print (or Print... and so on) to start printing.

22
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Replacing Paper

This section explains how to remove paper from the roll paper feeder, and load new paper.

Note:

[ Ifthe leading edge of the paper is ragged, cut it in a straight line with a pair of scissors and so on, and then load.

[ See the following for supported paper types.
£5° “Printer Specifications” on page 95

d  The following conditions are necessary when replacing paper with the same paper width and type.

(1 Before replacing, note the current paper level.

[ When replacing paper, the paper level after replacement is set with the Maintenance Tool.

If the Paper Level is not set correctly, the level displayed may not be correct.

£ “Changing Paper Settings” on page 37

A You can load paper with a width of 102 to 210 mm in the roll paper feeder.

Notes When Replacing Paper

Special Paper

We recommend you use the following paper for high-quality printing results.

4 FUJIFILM Quality Dry Photo Paper (GLOSSY)

4 FUJIFILM Quality Dry Photo Paper (LUSTER)

g Important:

Make sure the Paper Type setting in the Maintenance Tool matches the paper being loaded. Change the Paper Type

setting straight after replacing paper.
5 “Changing Paper Settings” on page 37

How to replace

Preparing to Replace Paper

Prepare the following items.

Item Prepared

Explanation

New paper for loading -

23
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Item Prepared Explanation
Cloth or vinyl rug Spread it out where the spindle unit will be loaded/removed so that the paper does not
become soiled.
Soft cloth Clean the leading edge of the paper before installing.
Gloves Wear when handling paper so that the paper does not become soiled.

Replace paper in the following order. Follow the steps for each procedure.
“Recording paper level” on page 24

“Removing the Spindle Unit” on page 26

“Attaching the Roll Paper” on page 30

0

0

4 “Removing the Roll Paper” on page 29
g

4 “Attaching the Spindle Unit” on page 32
0

“Changing Paper Settings” on page 37

Recording paper level

If necessary, make a note of the paper level before replacing the paper.

Windows
Display the printer driver's Main screen.

£5° “Basic Printing Methods” on page 21

Click Display Printer Status.

F— ™
= Printing Preferences M
&& Main
Print Settings
Faper Type [FUJIFILM Quality Dry Photo Paper (Glossy) ']
Image
Quality [Smndard ']
Color (@ Color Controls ) Mo Color Adjustment () ICM
Management
Paper Size 152 % 102 mm {6 x 4in) v
Borderless | Auto Expand ~ | Expansion U
Min Mid Max
Orientation Copies
_ _ ol i mgdl  copes 1
@ Portrait (0 Landscape
[F collate [F]reverse Order
( [ Display Printer Status ] )
{ Advanced Settings ]
[ Start DX Printer Maintenance Tool ]
Language [Auto select ~ | [ ResetDefauls | Version xxx

24
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Make a note of the Paper Level from Paper Setup from Printer.

FUJIFILM DX100
Ready
Ttis ready to print, -
Ink Levels
Yellow Sky Blue Cyan Pink Black Magenta
Maintenance Cartridge Service Life Paper Setup from Printer
FUJIFILM Quality Dry Photo Paper (Glossy)
D Paper Width 5.0 inch(152 mm)
Paper Level 49 feet
[ Display Print Jobs | o

Mac OS X

Start the Maintenance Tool.
See the following for information on starting the Maintenance Tool.
25 “Error Messages (Mac)” on page 65

Click Printer Window on the main screen.

8,00 DX Printer Maintenance Tool

FUJIFILM DX100

SW 00 (00

Nozzle Chack Diagnostic Cleaning Forced Cleaning
5
Print Head Operation
Alignment Candition Settings
Printer List Periodic Nozzle Check

The Printer Window screen is displayed.

25
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Make a note of the Paper Level from Paper Setup from Printer.

FUJIFILM DX100

% Printer Window

Cartridge Service Life Paper Setup from Printer
FUJIFILM Quality Dry Photo Paper (Glossy}
u Paper Width 4.0 inch (102 mm)
Paper Level 210 faat
(o]
Removing the Spindle Unit
n Important:

When the <& light is lit and paper is ejected from the eject slot, there is no remaining paper. Pull out the paper from the
eject slot.

Check that the printer's (}) light is on.

If the () light is flashing, the printer is operating. Wait until all operations have stopped.

n Important:
Make sure the power is on before replacing paper.

26
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To rewind the paper to the replacement position, remove the Scrap paper box, and then reattach it.
Wait until the printer's () light stops flashing and remains on.

Removing: Pull the top section forward and then lift out the bottom section.

Attaching: Insert the bottom section, and then push the top section into place.

Remove the scrap paper box again, and then empty the box.
25 “Emptying the Scrap Paper Box” on page 58

Grip the handle to release the lock, and then pull out the roll paper feeder.

27
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Replacing Paper

u Important:

If you cannot remove the roll paper feeder for some reason, to not try to pull it out by force. Paper may be

jammed inside. When you can access the top and rear of the printer, remove the paper by following the
procedure in "Paper is Jammed in the Internal Paper Feeder".

5 “Paper is Jammed in the Internal Paper Feeder” on page 84

Contact your local dealer if you cannot access the top or rear of the printer.

Turn the handle on the left of the roll paper feeder in the direction indicated by the arrow to rewind the paper.

Rewind the paper until the leading edge comes out of the paper feed slot.

E Remove the spindle unit.
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Removing the Roll Paper

Stand the spindle unit on a flat surface and remove the upper flange.

Remove the paper.

Note:
After carefully rewinding the paper, place it in the Paper Case (optional) or the original packaging, and then store the

paper.
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Attaching the Roll Paper

Remove the new paper from its packaging, and stand it on a flat surface. Wipe the edge of the paper with a soft
cloth several times to remove any dirt such as paper powder.

Stand the paper so that the winding direction of the paper counter-clockwise when viewed from above.

4%/

Turn the paper upside down, and then place it on the spindle unit.

Place the core over the spindle unit so that the winding direction of the paper is clockwise when viewed from
above.

Wipe the edge of the paper with a soft cloth several times to remove any dirt such as paper powder.

4%
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Insert the flange into the shaft of the spindle unit so that the core of the roll paper is held securely between the top
and bottom flanges.
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Attaching the Spindle Unit

Adjust the inner edge guide of the roll paper feeder to the width of the paper.

To adjust the position of the inner edge guide, lift it towards you slightly and move it to the left or right. Match
the triangle mark on the inner edge guide to the scale. The scale is in millimeters (inches in parenthesis).

Hold the spindle unit in the direction shown below, and then place it in front of the roll paper feeder.
Remove any tape or protective sheets from the paper.

If the leading edge of the paper is ragged, cut it in a straight line with a pair of scissors and so on.
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Load the spindle unit in the roll paper feeder.

Check that the shaft of the spindle unit fits into the bearing.
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Insert the leading edge of the paper into the paper feed slot.

Insert the paper until the paper light turns on.

Note:
Ifthe paper light does not turn on, turn the handle on the left of the roll paper feeder in the direction indicated by the
arrow to remove the paper, and then insert it again.
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E Push the roll paper feeder into the printer.

N

Carefully roll the paper into the printer to take up any slack.

)

g Important:
Ifprinting is performed while the paper is slack, print quality may decline, and paper jams could occur. Make

sure you take the slack out of the paper.
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E Attach the Scrap paper box.

Insert the bottom section of the scrap paper box, and then push the top section into place.

Check that the printer's () light is on.

This completes this section.
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Changing Paper Settings
After replacing paper, set the Paper Type and the Paper Level in the Maintenance Tool.
See the "Maintenance Tool Operation Guide" for more details on the Maintenance Tool.

Update the paper information as necessary. See the "Maintenance Tool Operation Guide" for more details on updating
the information.

Windows

Click Paper Settings on the Maintenance Tool's main screen.

DX Printer Maintenance Toal

Printer Mame [FUJIFILM DX100 EX 'l

Serial Number LISGED 19646
J0O0000(

Head Maintenance

Paper Settings

Printer Adjustment

| |
| |
| |
| |

History

| Printer Management l

Yer 0000

Set the Paper Type and the Paper Level, and then click Set.

The paper width set in Paper Width is displayed.

Paper Settings [M2000] q

Paper Type l
[FUJIFILM Quality Dry Phato Paper (Glossy) v]

Paper Width
152 [mm]

Paper Level
15 % [l (Availzble Setting Range : 0-65 [m])

Set

This completes this section.
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Mac OS X
Click Operation Condition Settings on the Maintenance Tool's main screen.

80n DX Printer Maintenance Tool
FUJIFILM DX100

SW 0K (XK}
FW 30000000

Ready

%" A&

Printer Window Nozzle Check Diagnostic Cleaning Forced Cleaning

Print Head Operation
Alignment Condition Settings

Printer List Periodic Nozzle Check

Select Change the paper type and the paper remaining.

When this is selected, you can change the Paper Type and Paper Level.

a0n DX Printer Maintenance Tool

FUJIFILM DX100

i‘“ Operation Condition Settings

Time Before Switching to Sleep Mode

| 5 mins 3

Warning Buzzer

|| Enable Warning Buzzer

Paper Settings
) Change the paper type and the paper remaining

Paper Type
| FUJIFILM Quality Dry Photo Paper (Glossy) =

Paper Width
4.0 inch (102 mm)
Paper Level
(210 feet
Available Setting Range : 0 - 213 feet

| Cancel | | Set
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Set the Paper Type and the Paper Level, and then click Set.
Paper Width shows the paper width currently set.

a0n DX Printer Maintenance Tool

FUJIFILM DX100

!_;- Operation Condition Settings

Time Before Switching to Sleep Mode

| 5 mins

Warning Buzzer
|| Enable Warning Buzzer
Paper Settings

) Change the paper type and the paper remaining
=
Paper Type

| FUJIFILM Quality Dry Photo Paper (Glossy)
Paper Width

4.0 inch (102 mm)
Paper Level

210 feet

Available Setting Range : 0 - 213 feet

L

| Cal: el

i

This completes this section.
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Ejecting Paper

Printed paper is ejected from the front of the printer. By attaching the optional tray or large tray, you can collect
multiple print outs. See the following for more details.

89t0 102 mm 127 t0 203 mm Tray (optional) 20 copies

102.1 to 305 mm Large tray (optional) 5 copies

* For prints longer than 305.1 mm, remove the tray or the large tray, and eject one copy at a time from the front of the printer.

Important:
A Do not pull paper that is being ejected.

[ When paper is being ejected from the front, do not pull it or raise it higher than the eject slot. Otherwise, print
quality may decline.
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Note:
When removing the scrap paper box, make sure you remove the tray or large tray first.

Tray (optional)

After printing, the paper is cut to the specified size and ejected to the tray.

Large Tray (Optional)

After printing, the paper is cut to the specified size and ejected to the large tray.
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Attaching and Removing the Tray

Attaching
Tilt to insert the hooks, and then lower to hook it in place.

Removing
Raise it slightly to unhook, and then slide it towards you.
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Attaching and Removing the Large Tray

Attaching
Tilt to insert the hooks, and then lower to hook it in place.
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When the length of the print size is 102.1 to 254 mm, hook the hooks into the upper hole.
When the length of the print size is 254.1 to 305 mm, hook the hooks into the lower hole.

Removing
Perform operations in reverse order from attaching the parts.
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Replacing Ink Cartridges

Agaution:

Do not disassemble ink cartridges.
If it is disassembled, ink could get in your eyes or adhere to your skin.
4 Do not shake the ink cartridges too hard.
Ink may leak from the cartridge if you shake it too hard.
1 Do not store ink cartridges within the reach of children.
1 Ifink gets in the eyes or mouth, or stains the skin, treat the area as follows.
- If ink adheres to your skin, immediately wash it off using soapy water.

- Ifink enters your eyes, rinse immediately with water. Failure to observe this precaution could result in bloodshot
eyes or mild inflammation. If you notice any abnormalities, consult a physician immediately.

- If ink enters your mouth, consult a physician immediately.

n Important:
a

See the following points when working with ink cartridges.
5 “Notes on Ink Cartridges” on page 19

1 Ifyoudo not have a new ink cartridge for installation, leave the expended ink cartridge in the printer until the new
one is ready. If the printer is left without the ink cartridges, it may malfunction.

1 When an ink cartridge is running low, replace it with a new ink cartridge as soon as possible.

4 Do not leave the printer without ink cartridges installed. The inks inside the printer may dry and you may not be
able to print. When you are not using the printer, make sure there is an ink cartridge installed in each slot.
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Checking Ink Levels

Checking from the Printer
When the ink remaining falls below the minimum value, the ink light on the front of the printer turns on.
25 “Front” on page 6

Ink light

Checking from the Computer

Windows

Click Display Printer Status in the printer driver .

r = B
@ Printing Preferences i g
@ Main
Print Settings
Paper Type  FUIIFILM Quality Dry Photo Paper (Glossy) -
Image
Quality [standard -
Color (@ Color Controls ) No Color Adjustment () ICM
Management
Paper Size 152 x 102 mm (6 x 4in) -
Min Mid Max
Crientation Copies I
i ey mgl gyl copies 1
@ Portrait () Landscape
Collate Reverse Order
( [ Display Printer Status | )
l ‘Advanced Settings I
[ Start DX Printer Maintenance Tool |
Language [Auto Select = [ ResetDefaulis | Version xx.x
L J
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Check how much ink remains.

FUJIFILM DX100

Ready

Itis ready to print.

Ink Levels

Yellow Sky Blue Cyan Pink Black Magenta

Maintenance Cartridge Service Life Paper Setup from Printer

I FUJIFILM Quality Dry Photo Paper (Glossy)

Paper Width

6.0 inch(152 mm)
Paper Level

43 feet

I [ Display Print Jobs ] [

When you have finished checking, click OK.
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Mac OS X
Start the Maintenance Tool.
See the following for information on starting the Maintenance Tool.

£5° “Error Messages (Mac)” on page 65

Click Printer Window on the main screen.

800 DX Printer Maintenance Tool

FUJIFILM DX100
SW X0 (00)
FW 2000000

Ready

)

Printer Window Nozzle Check Diagnostic Cleaning Forced Cleaning
Print Head Operation
Alignment Condition Settings

Printer List Periodic Nozzle Check

The Printer Window screen is displayed.
Check how much ink remains.

800 DX Printer Maintenance Tool

FUJIFILM DX100

% Printer Window

Ink Levels
Sy e Eyan

Vellaw e sk Magents
Maintenance Cartridge Service Life Paper Setup from Printer
FUJIFILM Quality Dry Photo Paper (Glossy}
Paper Width 4.0 inch (102 mm)
Paper Level 210 feet

| Update \@

When you have finished checking, click OK.
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Replacement Procedure

Important:
Install ink cartridges into each slot. You cannot print if any of the slots are empty.

Check that the printer's () light is on.

If the (V) light is flashing, the printer is operating. Wait until all operations have stopped.

The ink light indicates if it is necessary to replace the ink cartridges.

In this example we are replacing the Y (yellow) cartridge. The procedure is the same for the other colors.

Open the cartridge cover on the side that needs to be replaced.

A warning buzzer sounds when you open the cover.
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Press the used ink cartridge lightly to eject it, and then remove the cartridge.
See the following for more information on disposing of ink cartridges.

£ “Disposing of Used Ink Cartridges and Maintenance Cartridges” on page 20

2\

(@)

g Important:
Removed ink cartridges may have ink around the ink supply port, so be careful not to get any ink on the
surrounding area when removing the cartridges.

&
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Remove the new ink cartridge from the box.

n Important:
4 Do not touch the chip (A) on the ink cartridge; otherwise you may not be able to print properly. Doing so

may affect normal operation and printing.

d Do not touch the ink supply port (B) on the ink cartridge. Ink could leak out.

(A
®)
|

E Slide the ink cartridge all the way into the printer.
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Close the cartridge cover.

E Check that the printer's (}) light is on.

This completes this section.
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Replacing the Maintenance Cartridge

The maintenance cartridge absorbs ink consumed during head cleaning.

This section explains how to replace used maintenance cartridges.

n Important:

After removing the maintenance cartridge, do not leave the cartridge cover open, install a new cartridge immediately.

Checking the Free Space in the Maintenance Cartridge

Checking from the Printer
When it is time to replace the maintenance cartridge, the printer's 4, light turns on.
£ “Lights” on page 11

&, light
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Checking from the Computer

Windows

Click Display Printer Status in the printer driver.

— ™
=0 Printing Preferences E
& Man
Print Settings
Paper Type [FUJLFILM Quality Dry Phato Paper (Glossy) ']
Image
Quality [Standard 'I
Color @ Color Controls (%) No Color Adjustment () ICM
Management
Paper Size 152 x 102 mm (6 x 4in) -
Borderless | Auto Expand | Expansion U
Min Mid Max
Orientation Copies
) i e ey egd  copes 1 2
@ Portrait () Landscape
[ collate [F] Reverse Order
( [ Display Printer Status ]
l Advanced Settings I
[ Start DX Printer Maintenance Tool I
Language [Auto select =| [ ResetDefaults | Version x.x.x
Cence

Check the free space in the maintenance cartridge.

Ready

It is ready to print.

Ink Levels
Vellow sky Blue

FUJIFILM DX100

i1C11

Cyan pink Black Magenta

Maintenance Cartridge Service Life

i

1§ per Setup from Printer
UIJIFILM Quality Dry Photo Paper (Glossy)
aper Width 6.0 inch{152 mm)

aper Level 9 feet

| Display Print Jobs J

o ]

When you have finished checking, click OK.
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Mac OS X

Start the Maintenance Tool.
See the following for information on starting the Maintenance Tool.
£5° “Error Messages (Mac)” on page 65

Click Printer Window on the main screen.

8.0.06 DX Printer Maintenance Tool

FUJIFILM DX100

SW XK ()
FW 000000

Ready

7%
A\ K/ E / @
Nozzle Check Diagnostic Cleaning Forced Cleaning
Print Head Operation
Alignment Conditicn Settings
Printer List Periodic Nozzle Check

The Printer Window screen is displayed.

Check the free space in the maintenance cartridge.

8.0.0 DX Printer Maintenance Tool

FUJIFILM DX100

% Printer Window

Ink Levels

I 1w

Tellow Sy Bue
Maintenance Cartridge Service Life aper Setup from Printer
FUJIFILM Quality Dry Photo Paper (Glossy)
Paper Width 4.0 inch (102 mm)
Paper Level 210 feet

| Update | oK

When you have finished checking, click OK.
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Replacement Procedure

Check that the printer's () light is on.

If the (O light is flashing, the printer is operating. Wait until all operations have stopped.

Open the cartridge cover on the right.

A warning buzzer sounds when you open the cover.

Be careful not to tilt the maintenance cartridge, and remove it carefully.
Push up, and then pull it out.
See the following for more information on disposing of maintenance cartridges.

£ “Disposing of Used Ink Cartridges and Maintenance Cartridges” on page 20
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n Prepare a new maintenance cartridge.

n Important:

Do not touch the chip on the maintenance cartridge. Doing so may affect normal operation and printing.

N

G

s

Insert the new maintenance cartridge.

E Close the cartridge cover.

Check that the printer's (}) light is on.

This completes this section.
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Emptying the Scrap Paper Box

Scraps of paper cut during printing accumulate in the scrap paper box. You need to empty out the paper scraps before

the box is full.

Check visually how much scrap paper has accumulated in the box. Make sure you empty the box when replacing
paper.

Check that the printer's () light is on.

If the (V) light is flashing, the printer is operating. Wait until all operations have stopped.

Remove the scrap paper box.

Pull the top section forward and then lift out the bottom section.

Empty out the scrap paper.

g Important:
After emptyingthe scrap paper, check that the flap for the scrap paper box is in the correct position as shown in the

following photo.
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n Attach the scrap paper box.

Insert the bottom section, and then push the top section into place.

Check that the printer's () light is on.

This completes this section.
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Maintenance

Maintenance Tool

By using the Maintenance Tool from your computer you can perform adjustment and maintenance operations such as
checking the printer's status, making settings, performing head cleaning and so on.

Windows

Main Screen Menu

Settings

Printer Name

Select the printer.

Head Maintenance

Perform print head maintenance functions such as Diagnostic Cleaning, Forced
Cleaning, and Nozzle Check.

Paper Settings

Set the Paper Type and the Paper Level. Make these settings when replacing the paper.

Operation Condition Settings

Perform various printer settings such as Warning Buzzer, Power Saving, and Periodic
Nozzle Check.

Printer Adjustment

Perform printer adjustment functions such as Print Head Alignment, Paper Feed
Adjustment, and Gray Adjustment.

History

Check the Operation History, and save log files in Collect Logs.

Printer Management

Perform printer management functions such as Register/Delete Printer and Replace
Printer.

Mac OS X

Main Screen Menu

Settings

Message

Displays the printer's status.

Printer Window

Allows you to check the amount of ink remaining, the free space in the maintenance
cartridge, and so on.

Nozzle Check

Allows you to print a check pattern and visually check for clogged nozzles.

Diagnostic Cleaning

Detects clogged nozzles and automatically performs cleaning.

Forced Cleaning

Performs manual cleaning.

Print Head Alignment

Corrects the print misalignment.

Operation Condition Settings

Allows you to make various printer settings such as Time Before Switching to Sleep
Mode, Warning Buzzer, and Paper Settings.

Printer List

Displays alist of available printers allowing you to select the printer you want to configure.

Periodic Nozzle Check

Allows you to set whether or not to automatically perform a nozzle check.

See the "Maintenance Tool Operation Guide" for more details.
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Checking Items List

See the following table for details on inspections and cleaning.

Scrap paper box Empty out the scrap paper. When replacing | £ “Scrap paper box” on
paper page 61
Airflow vent Clean the airflow vent filter with a Every three & "Airflow vent” on page 61
vacuum cleaner. months

Scrap paper box

Remove the scrap paper box and empty out the scrap paper.

£5° “Emptying the Scrap Paper Box” on page 58

Airflow vent

Clean the airflow vent filter with a vacuum cleaner.
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Troubleshooting

Note:
See the "Printer Driver Operation Guide" for more details on troubleshooting the printer driver.

noom

5 "Printer Driver Operation Guide" - "Troubleshooting”

When an Error Occurs

A warning buzzer, lights, and error messages on the computer's screen notify you when an error occurs in the printer.

Warning Buzzer and Light Indicators

When the warning buzzer sounds or the lights turn on or flash, check the solutions in the following table and take the
recommended steps.
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) ) Warning )
Light Indicator 5 Problems and Solutions
Buzzer
& lighton None There is no paper loaded in the roll paper feeder.
Paper light off Load the paper.
7 "Replacing Paper” on page 23
O I I
|
I 1T 11 li[ I I 11 )
O
! lighton The warning Operations have stopped because an error has
buzzer continues occurred, the printer is performing error recovery
) to sound operations, or a printer system error has occurred.
A intermittently [d  Check the code on the computer's screen. See
: until you remove the following to solve the problem.
0] i h
Loiscrap paper £ “Errors and Solutions (Mac OS X)” on
) page 70
"""""""""""""""""""" [ Contactyourlocal dealer if a printer system error
0 has occurred.
! lighton The ink cartridge indicated by the ink light is
Ink light on expended, or an error has occurred.
Replace the ink cartridges.
O I 5 "Replacing Ink Cartridges” on page 45
|
Co o) CH o)
O
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. . Warning .
Light Indicator 5 Problems and Solutions
Buzzer
! lighton The warning There is no paper loaded in the roll paper feeder,
& lighton buzzer continues or the paper has run out.
to sound Load the paper.

Paper light off

intermittently
until you remove
the scrap paper
box.

£ "Replacing Paper” on page 23

O
! lighton Paper is jammed or the paper has not been fed
& light flashing correctly.
Clear the paper jam, or feed the paper again.
o 27 "Paper Jams” on page 77
|
C I IT 11 l CIT 1T 17T )
O
! lighton The maintenance cartridge is out of free space, or
4, lighton an error has occurred.
Replace the maintenance cartridge.
I I 5 "Replacing the Maintenance Cartridge” on
. page 53
|
CIr 1) CICI 1)
O
All lights flashing Continues A fatal error has occurred.
.. soundinguntilthe | [ Restart the printer.
s P itchi
CE I 1 OWEr SWItCh 13 d  Contactyourlocal dealerif the error continues to
' turned off.
: occur.
|
C I 1T 11 l CI 10T 1T )
(|

* You can turn the warning buzzer on and off in the Maintenance Tool.
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Error Messages (Windows)

Error messages are displayed when an error occurs in the printer while printing.

The code, error details, solutions, and so on are displayed on the screen.

FUJIFILM DX100 EX

Top cover open.

Close the top cover.

W-1304

—
1K Levels

Jgnann

Yellow Sky Blue Cyan Pink Black Magenta
Maintenance Cartridge Service Life Paper Setup from Printer
FUJIFILM Quality Dry Photo Paper (Glossy)
|:| Paper Width 6.0 inch(152 mm)
Paper Level 49 feet
[ Display Print Jobs ] E o]

Error Messages (Mac)

When errors occur in the printer while printing, you can check the content of the error and solutions with the
Maintenance Tool. Click Printer Window to display a detailed error message.

See the "Maintenance Tool Operation Guide" for more details on the Maintenance Tool.

8.0.060 DX Printer Maintenance Tool

FUJIFILM DX100

SW 2 ()

FW 3000000
Top cover open.
Update
— 7 %) ~
N (N
% %Y
Printer Windaw Nezzle Check Diagnestic Cleaning Forced Cleaning
A'A
Print Head Operation
Alignment Condition Settings
Printer List Periodic Nozzle Check

Use one of the following methods to start the Maintenance Tool.

Mac OS X 10.6.x, 10.7.x, 10.8.x, 10.9.x, 10.10.x
Select System Preferences > Print & Scan (or Print & Fax) from the Apple menu.
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Select the printer and click Options & Supplies > Utility > Open Printer Utility.

Mac0S X 10.5.8

Select System Preferences > Print & Fax from the Apple menu.

Select the printer and click Open Print Queue >Utility.

Errors and Solutions (Windows)

Check the details of the error displayed, and then take the necessary measures.

Code Message What to do
W-2301 to Cannot perform [Detect Clogging] correctly. Perform Diagnostic Cleaning in the
W-2303 Start [Maintenance tool], select [Head maintenance] and Maintenance Tool.
W-2305 to perform [Diagnostic Cleaning]. See the "Maintenance Tool Operation
W-2306 Contact service support if the error continues to occur. Guide" for more details on the Maintenance
When you have finished operations, close the [Maintenance Tool.
Tooll. £ "Maintenance Tool Operation Guide" -
"Head Maintenance"
£ "Maintenance Tool Operation Guide" -
"Performing Head Maintenance"
If "Auto nozzle check failed." is displayed on
a Windows screen, contact service support.
I-2307 Cannot perform [Detect Clogging] correctly. Check the temperature. Use within the
Room temperature may not be within the guaranteed recommended operating temperature
operating range. range.
Check the room temperature.
W-2311 Clogged nozzle(s) detected. Perform Diagnostic Cleaning in the
Start [Maintenance tool], select [Head maintenance] and Maintenance Tool.
perform [Diagnostic Cleaning]. See the "Maintenance Tool Operation
When you have finished operations, close the [Maintenance Guide" for more details on the Maintenance
Tooll. Tool.
£ "Maintenance Tool Operation Guide" -
"Head Maintenance"
£ "Maintenance Tool Operation Guide" -
"Performing Head Maintenance"
[-2401 Replace the maintenance cartridge soon Check the message, and then click OK.
Prepare a new maintenance cartridge. Prepare a new Maintenance Cartridge.
Yog may contlnue’prmt'lng unFll replacement of the /5 "Replacing the Maintenance Cartridge”
maintenance cartridge is required.
on page 53
1-2201 Ink Low Check the message, and then click OK.
(xxxx) Prepare a new ink cartridge for the color
Prepare a new ink cartridge. dlsrlnlayetc:‘ln xx;o.(;jand then get ready to
You may continue printing until replacement of the ink replace the cartridge.
cartridge is required. £ "Replacing Ink Cartridges” on page 45
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Code Message What to do

I-2101 to It is nearly time to replace parts. Contact service support and request

[-2104 replacement for the part displayed in
XXXXXX

XXXXXX.
Contact a technical representative.
You cannot print if parts have reached the end of their service
life.

W-1301 The scrap paper box has come off. Attach the scrap paper box. If a message is
Install the scrap paper box correctly. displayed, check the details.

W-1302 Cartridge cover (right) open. Close the cartridge cover (right). If a
When replacing a cartridge, check the location and the message is displayed, check the details.
cartridge type.

Close the cartridge cover.

W-1303 Cartridge cover (left) open. Close the cartridge cover (left). If a message
When replacing a cartridge, check the location and the is displayed, check the details.
cartridge type.

Close the cartridge cover.

W-1304 Top cover open. Close the top cover. If a message is
Close the top cover. displayed, check the details.

W-1305 Rear cover open. Close the rear cover. If a message is
Close the rear cover. displayed, check the details.

-1311 Check the scrap paper box. Check the scrap paper box, and empty it if it
Empty the box if it is full. s full.

£ “Emptying the Scrap Paper Box” on
page 58

W-1101 A paper jam has occurred. Remove the paper from the roll paper
Remove any paper remaining from the roll paper feeder, and feeder, and then reload the paper.
then reload the paper. £ "Paper Jams” on page 77

W-1102 A paper jam has occurred. Remove the paper from the internal paper
Open the rear cover and the top cover, remove any paper feeder, and then reload the paper.
remaining, and then reload the paper. If the printer is setup so that you cannot

access the rear of the printer to perform
maintenance, contact service support.
7 "Paper Jams” on page 77
W-1103 An error has occurred in the paper feeding unit. Check that there is no paper inside the
. . inter, and then reload the paper. If a
Reload th th hen repl .| printer,an
cloadthe paperin the same way as when replacing paper message is displayed, check the details.
7 "Replacing Paper” on page 23
W-1104 Paper is not loaded correctly. Check that there is no paper inside the

Check the positions of the edge guides, and then reload the

paper.

printer, and then reload the paper.

When loading the paper, match the inner
edge guide and the front edge guide to the
width of the paper. If a message is displayed,
check the details.

£ "Replacing Paper” on page 23

67




Frontier-S Operation Guide

Troubleshooting

Code Message What to do
W-1105 Paper is out. Check that there is no paper inside the
Load paper printer, and then reload the paper. If a
) message is displayed, check the details.
W-1106 Paper is out or not loaded correctly. 7 “Replacing Paper” on page 23
Load paper.
W-1108 The width of the loaded paper is not supported. Load the appropriate paper.
Load supported paper. 7 "Replacing Paper” on page 23
W-1109 Cannot recognize the paper type. Update the paper information. See the
. . "Maintenance Tool Operation Guide" for
Update the paper information. . . . .
more details on updating the information.
W-2401 Maintenance cartridge not installed Reinstall the maintenance cartridge
Install the maintenance cartridge. correctly.
£ “Replacing the Maintenance Cartridge”
on page 53
W-2402 Maintenance cartridge usage exceeded the application limit. | Replace the maintenance cartridge.
Replace the maintenance cartridge. 7 "Replacing the Maintenance Cartridge”
on page 53
W-2201 Ink cartridge error Check the color of the ink cartridge
displayed in xxxx, and then replace the
(xxxx) .
cartridge.
Pl install t cartridge.
case Instafl cofrect cartridge If a message is displayed, check the details.
£ “Replacing Ink Cartridges” on page 45
W-2202 Replace Cartridge Check the color of the ink cartridge
displayed in xxxx, and then replace the
(xxxx) )
cartridge.
If a message is displayed, check the details.
£ "Replacing Ink Cartridges” on page 45
W-2203 Ink cartridge error Check the color of the ink cartridge
displayed in xxxx, and then replace the
(xxxx) ) . .
cartridge or install it correctly.
R d reinstall th tl lace them.
emove and reinstafl them correctly or replace them If a message is displayed, check the details.
£ “Replacing Ink Cartridges” on page 45
W-2204 Ink cartridge error Check the color of the ink cartridge
displayed in xxxx, and then replace the
(xxxx) .
cartridge.
Pl install t cartridge.
ease Install correct cartridge If a message is displayed, check the details.
£ "Replacing Ink Cartridges” on page 45
W-2205 Insufficient ink left to perform head cleaning or initial charge. | Replace the ink cartridge for which the ink

Replace the ink cartridge indicated by the ink light that is
turned on.
The cartridge being used can be installed again for printing.

lightis on.
If a message is displayed, check the details.

£ "Replacing Ink Cartridges” on page 45
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W-2403 Maintenance cartridge cannot be recognized Replace the maintenance cartridge orinstall
Install the maintenance cartridge correctly. it correctly.

If a message is displayed, check the details.
£ “Replacing the Maintenance Cartridge”
on page 53

W-2404 Insufficient free space in the maintenance cartridge. Reinstall the maintenance cartridge
Replace the maintenance cartridge, and then perform head correctly.
cleaning or initial charge. If a message is displayed, check the details.
When you have finished operations, close the [Maintenance 5 "Replacing the Maintenance Cartridge”
Tooll.

on page 53

E-5101 The printer is disconnected. Check that the cables are connected
Check that the cable is connected, and then turn the printer correctly, and then restart the printer.
back on. If the error persists, contact service support.
Contact service support if the error continues to occur.

Please order the prints again if there are image files that have
not been printed.
Code:xxxx

E-2101 to Parts have reached the end of their service life. Contact service support and request

E-2104 replacement for the part displayed in
XXXXXX

XXXXXX.
Contact a technical representative.

E-9901 A printer system error occurred. Turn off the printer, and then start it again.
Turn the printer off. Check if there is any paper remaining If the error persists, a malfunction may have
inside the printer, and then turn the printer back on. occurred. Contact service support.

Contact service support if the error continues to occur.
Please order the prints again if there are image files that have
not been printed.

Code:xxxx

W-5201 The paper set in Print Settings and the paper loaded in the Load the appropriate paper. After replacing
printer differ. the paper, set the Paper Type and the Paper
After replacing the paper, click [OK]. If printing is currently Levelin the Maintenance Tool.
being performed, when printing has stopped, replace the £ "Replacing Paper” on page 23
'?gif)rr;tai:ﬂetherinn:ilrkfl(s)ifl]' the current settings, click [Print] To continue printing with the current

P g 9 95 : settings, click Print.

I-2310 Printer is busy. Wait until print head operations are
Cleaning the print head or charging ink. Please wait... complete.

1-1321 Print jobs deleted. Check the print results. If printing is not

Note that unfinished printed paper may be ejected.

complete, print again.
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Code

Message

What to do

Could not find specified file.

Click OK.

If the same message is still displayed, check
that the printer window is displayed. If it is
not displayed, restart your computer.

If the printer window is still not displayed,
then reinstall the printer driver.

Depending on the usage environment, you
may be able to resolve this problem simply
by clicking OK.

Errors and Solutions (Mac OS X)

Check the details of the error displayed, and then take the necessary measures.

Code Message What to do

W-2301 to Cannot perform [Detect Clogging] correctly. After deleting all of the print jobs, perform

W-2303 _ S . S Diagnostic Cleaning in the Maintenance
Delete all print jobs remaining in the operating system's print

Tool.

W-2305 to queue.

W-2306 Perform [Diagnostic Cleaning]. See the "Maintenance Tool Operation
Contact service support if the error continues to occur. Guide" for more details on the Maintenance

Tool.

£ "Maintenance Tool Operation Guide" -
"Head Maintenance"

When the message "Auto nozzle check
failed."is displayed, contact service support.

1-1321 Print jobs deleted. After deleting a print job, paper may be

. . . j halfway through the printin
Note that unfinished printed be ejected. ejected y through the printing
ote thatunfinished printed paper may be ejecte process. Check the print result.

I-2307 Cannot perform [Detect Clogging] correctly. Check the temperature. Use within the
Room temperature may not be within the guaranteed recommended operating temperature
operating range. range.

Check the room temperature.

1-2310 Cleaning the print head or charging ink. You cannot print during head cleaning or
Please wait ink charging. Wait until all operations have

stopped.

W-2311 Clogged nozzle(s) detected. After deleting all of the print jobs, perform

Delete all print jobs remaining in the operating system's print
queue.
Perform [Diagnostic Cleaning].

Diagnostic Cleaning in the Maintenance
Tool.

See the "Maintenance Tool Operation
Guide" for more details on the Maintenance
Tool.

£ "Maintenance Tool Operation Guide" -
"Head Maintenance"
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[-2401 Replace the maintenance cartridge soon Check the message, and then click OK.
Prepare a new maintenance cartridge. Prepare a new maintenance cartridge.

Yog may contlnue.prlntllng unFlI replacement of the 5 "Replacing the Maintenance Cartridge”
maintenance cartridge is required.
on page 53

[-2201 Ink Low Check the message, and then click OK.
(xxxx) Prepare a new ink cartridge for the color
Prepare a new ink cartridge. dlsTIayetiln xx:)f(,jand then get ready to
You may continue printing until replacement of the ink replace the cartridge.
cartridge is required. £ "Replacing Ink Cartridges” on page 45

I-2101 to It is nearly time to replace parts. Contact service support and request

1-2104 replacement for the part displayed in
XXXXXX

XXXXXX.
Contact a technical representative.
You cannot print if parts have reached the end of their service
life.

W-1301 The scrap paper box has come off. After deleting all of the print jobs, attach the
Delete all print jobs remaining in the operating system's print zﬁr‘:‘fkﬁzedreﬁ:i)l(;.lf amessage is displayed,
queue.

Install the scrap paper box correctly.

W-1302 Cartridge cover (right) open. After deleting all of the print jobs, close the
zjleeJ: all print jobs remaining in the operating system's print ;?;t)rlfygez’c:;iIir:azt()j!:;Izessage s
When replacing a cartridge, check the location and the
cartridge type.

Close the cartridge cover.

W-1303 Cartridge cover (left) open. After deleting all of the print jobs, close the
zjlee:: all print jobs remaining in the operating system's print ;?;;rlfygezlcg;:iIilf:;';:arnsssage s
When replacing a cartridge, check the location and the
cartridge type.

Close the cartridge cover.
W-1304 Top cover open. After deleting all of the print jobs, close the
Delete all print jobs remaining in the operating system's print top cove{r. If amessage s displayed, check
the details.
queue.
Close the top cover.
W-1305 Rear cover open. After deleting all of the print jobs, close the

Delete all print jobs remaining in the operating system's print
queue.
Close the rear cover.

rear cover. If a message is displayed, check
the details.

-1311

Check the scrap paper box.
Empty the box if it is full.

Check the scrap paper box, and empty it if it
is full.

& “"Emptying the Scrap Paper Box” on
page 58
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W-1101 A paper jam has occurred. After deleting all of the print jobs, remove

Delete all print jobs remaining in the operating system's print the paper from the roll paper feeder, and
then reload the paper.

queue.

Remove any paper remaining from the roll paper feeder,and | 23 “Paper Jams” on page 77

then reload the paper.

W-1102 A paper jam has occurred. After deleting all of the print jobs, remove
Delete all print jobs remaining in the operating system's print the paper from the internal paper feeder,
queue and then reload the paper.

Open the rear cover and the top cover, remove any paper If the printer is setup so that you cannot

remaining, and then reload the paper. access the rear of the printer to perform
maintenance, contact service support.
£ "Paper Jams” on page 77

W-1103 An error has occurred in the paper feeding unit. After deleting all of the print jobs, check that

Delete all print jobs remaining in the operating system's print thereis no paperinside the prln.ter,'and then
reload the paper. If a message is displayed,
queue. heck the details
Reload the paper in the same way as when replacing paper. ¢ ’
7 "Replacing Paper” on page 23

W-1104 Paper is not loaded correctly. After deleting all of the print jobs, check that

Delete all print jobs remaining in the operating system's print thereis no paperinside the printer, and then
reload the paper.

queue.

Check the position of the paper width guide, and then reload | When loading the paper, match the inner

the paper. edge guide and the front edge guide to the
width of the paper. If a messageis displayed,
check the details.
£ "Replacing Paper” on page 23

W-1105 Paper is out. After deleting all of the print jobs, check that

Delete all print jobs remaining in the operating system's print thereisnopaperinside the prln.ter,.and then
reload the paper. If a message is displayed,

queue. .
check the details.

Load paper.
£ "Replacing Paper” on page 23

W-1106 Paper is out or not loaded correctly.

Delete all print jobs remaining in the operating system's print

queue.

Load paper.

W-1107 The loaded paper does not match the print settings. After deleting all of the print jobs, load the
Delete all print jobs remaining in the operating system's print appropriate paper.
queue. When replacing the paper, set the Paper
Change the print settings or the loaded paper, and then print. | Type and the Paper Level in the
If you click [OK] without deleting the print jobs, the jobs are Maintenance Tool.
printed using the current settings. 5 “Replacing Paper” on page 23

W-1108 The width of the loaded paper is not supported. After deleting all of the print jobs, load the
Delete all print jobs remaining in the operating system's print appropriate paper.
queue. £ "Replacing Paper” on page 23
Load supported paper.

W-2401 Maintenance cartridge not installed After deleting all of the print jobs, install the

Delete all print jobs remaining in the operating system's print
queue.
Install the maintenance cartridge.

maintenance cartridge correctly.

£ “Replacing the Maintenance Cartridge”
on page 53
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Code Message What to do
W-2402 Maintenance cartridge usage exceeded the application limit. | After deleting all of the print jobs, replace
Delete all print jobs remaining in the operating system's print the maintenance cartridge.
queue. & "Replacing the Maintenance Cartridge”
Replace the maintenance cartridge. on page 53
W-2201 Ink cartridge error After deleting all of the print jobs, check the
W-2204 (x0000) color of the ink cartridge c#splayed in XXxx,
and then replace the cartridge.
Delete all print job ininginth ti tem' int
qjei: all print jobs remaining Inthe operating system:s prin If a message is displayed, check the details.
Please install correct cartridge. £ “Replacing Ink Cartridges” on page 45
W-2202 Replace Cartridge After deleting all of the print jobs, check the
color of the ink cartridge displayed in xxxx,
(xxxx) ;
and then replace the cartridge.
Delete all print job ininginth ti tem' int
qjei: all print jobs remaining In the operating system:s prin If a message is displayed, check the details.
Please install correct cartridge. £ “Replacing Ink Cartridges” on page 45
W-2203 Ink cartridge error After deleting all of the print jobs, check the
color of the ink cartridge displayed in xxxx,
(xxxx) . - .
and then replace the cartridge or install it
Delete all print jobs remaining in the operating system's print | correctly.
queue. - .
Remove and reinstall them correctly or replace them. If amessage s displayed, check the details.
£ “Replacing Ink Cartridges” on page 45
W-2205 Insufficient ink left to perform head cleaning or initial charge. | Replace the ink cartridge for which the ink
Replace the ink cartridge indicated by the ink light that is lightis on, and then delete all print jobs.
turned on. If a message is displayed, check the details.
Ejleeut: all print jobs remaining in the operating system's print 5 “Replacing Ink Cartridges” on page 45
The cartridge being used can be installed again for printing.
W-2403 Maintenance cartridge cannot be recognized After deleting all of the print jobs, replace
Delete all print jobs remaining in the operating system's print the maintenance cartridge or install it
correctly.
queue.
Install the maintenance cartridge correctly. If a message is displayed, check the details.
£ “Replacing the Maintenance Cartridge”
on page 53
W-2404 Insufficient free space in the maintenance cartridge. After deleting all of the print jobs, replace
Delete all print jobs remaining in the operating system's print the maintenance cartridge.
queue. If a message is displayed, check the details.
Repla.ce the.njglntenance cartridge, and then perform head & "Replacing the Maintenance Cartridge”
cleaning or initial charge.
on page 53
E-5101 The printer is disconnected. After deleting all of the print jobs, check that

Delete all print jobs remaining in the operating system's print
queue.

Check that the cable is connected, and then turn the printer
back on.

Contact service support if the error continues to occur.

the cables are connected correctly, and then
restart the printer.

If the error persists, contact service support.
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W-5102 Communication error After deleting all of the printjobs, check that
The incorrect product may be selected the correct printer is selected in the printer
Delete all print jobs remaining in the operating system's print driver. When you have selected the printer,

. check that the cables are connected
queue. Do one of the following. l dth tart the orint
- The product is connected to "%queuename%". Print using correctly, and then restart the printer.
this product. If the error persists, contact service support.
- Connect the product to the computer and turn the power on.
If you turn the power off during printing, cancel the print job.

W-5103 The different product is selected After deleting all of the printjobs, check that
Delete all print jobs remaining in the operating system's print fjh'e correct printer is selected in the printer
queue. A product selected in the driver is different from a river.
product to print. If the error persists, contact service support.
Check the driver settings and the product.

W-5104 Not ready Check that the printer is on and the cables
You cannot print offline. are connected correctly.

Connect the product to computer and turn the power on. If Use Printer Online is displayed in the

Click [Online] to print when displayed, or click [Print Queue] printer window, click it to put the printer

and change to Online settings. online. If it is not displayed, click Display

Click [Cancel] to cancel printing when displayed. Print Queue, and then put the printer
online manually.

W-5105 Paused If Resume Printing is displayed in the
You cannot print when it is in pause. .;zr_lntertv(\:lil‘ndlow, :j:lchF|tktg.reSLIJmePp.r|ntt|ng. If
Click [Resume] to print when displayed, or click [Print Queue] itisno |s(§> iye  clic 'SP a.y rin I
and deselect "Pause Printing" in the "Printer" menu. Queue, andthen resume printing manually.
Click [Cancel] to cancel printing when displayed.

E-2101 to Parts have reached the end of their service life. After deleting all of the print jobs, contact

E-2104 service support and request replacement

XXXXXX

Contact a technical representative.
Delete all print jobs remaining in the operating system's print
queue.

for the part displayed in xxxxxx.

E-9901 (xxxx)

A printer system error occurred.

Delete all print jobs remaining in the operating system's print
queue.

Turn the printer off. Check if there is any paper remaining
inside the printer, and then turn the printer back on.
Contact service support if the error continues to occur.

After deleting all of the print jobs, restart the
printer.

If the error persists, a malfunction may have
occurred. Contact service support.

Could not find specified file.

Click OK.

If the same message is still displayed, check
that the printer window is displayed. If it is
not displayed, restart your computer.

If the printer window is still not displayed,
then reinstall the printer driver.

Depending on the usage environment, you
may be able to resolve this problem simply
by clicking OK.
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Cannot Clear the Displayed Error
If an error is displayed that cannot be cleared, follow the steps below to restart the printer.

Check that the printer's (}) light is on. Turn off the Power switch (the light turns off).

@

If you cannot turn off the power using the switch, unplug the power cable.
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Reconnect the power cable, and then turn on the Power switch (the light turns on).

The () light turns on.

Note:
If the error persists even after restarting, contact service support.

This completes this section.

76



Frontier-S Operation Guide

Troubleshooting

Paper Jams

This section explains how to clear paper jammed in the printer.
When a paper jam occurs, the ! light on the front of the printer turns on, and the < light flashes.
£ “Lights” on page 11

< light

The procedure differs for the roll paper feeder and the internal paper feeder. Check the error message to determine
which procedure to use.

(d W-1101 When the message "A paper jam has occurred. Delete all jobs remaining in the operating systems print
queue. Remove paper that remains in the paper feeder, and then load the paper again." is displayed, the jam has
occurred in the roll paper feeder.
£5° “Paper is Jammed in the Roll Paper Feeder” on page 79

(d W-1102 When the message "A paper jam has occurred. Delete all jobs remaining in the operating systems print
queue. Open the rear cover and the top cover and remove any paper that remains, and then load the paper again."is

displayed, the jam has occurred in the internal paper feeder.

£ “Paper is Jammed in the Internal Paper Feeder” on page 84

n Important:
a

Do not leave the printer with a paper jam.
Fire could ignite or smoke could be emitted.

[ When a printer system error occurs, if the error persists after restarting the printer, check if a paper jam has
occurred.

A Do not remove the paper forcibly when clearing paper jams. Otherwise, the printer could be damaged.
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Deleting Print Jobs

Before starting operations on Mac OS X, delete all jobs from the print queue.

Mac OS X

Click the printer icon in the Dock.

Select the job you want to cancel, and then click X (or Delete).

800 = FUJIFILM DX100 (1 Job)

Pause Printer Printer Setup...

SAMPLE.jpg
Printing, Page 1 of 1.
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Paper is Jammed in the Roll Paper Feeder

Error message W-1101 - When the message "Remove paper that remains in the paper feeder, and then load the paper
again." is displayed, follow the steps below.

For Mac OS X, delete all jobs from the print queue.

5 “Deleting Print Jobs” on page 78

Remove the scrap paper box.

Pull the top section forward and then lift out the bottom section.

Grip the handle to release the lock, and then pull out the roll paper feeder.
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g Important:

If you cannot remove the roll paper feeder for some reason, to not try to pull it out by force. Paper may be
jammed inside. When you can access the top and rear of the printer, remove the paper by following the
procedure in the next section "Paper is Jammed in the Internal Paper Feeder”.

5 “Paper is Jammed in the Internal Paper Feeder” on page 84

Contact your local dealer if you cannot access the top or rear of the printer.

n Turn the handle on the left of the roll paper feeder in the direction indicated by the arrow to rewind the paper.

Rewind the paper until the leading edge comes out of the paper feed slot.

If the leading edge of the paper is ragged, cut it in a straight line with a pair of scissors and so on.

Cut the paper as straight as possible.
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E Remove the spindle unit.

Open the internal rear plate.

Place your finger in the hole at the bottom and lift to open.
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E Check that there is no paper or foreign material at the back of the inside of the printer.

If there is a jam, remove the paper slowly.

= A |
E Open the front plate.
Place your finger in the hole at the bottom and lift to open.
v
Check that there is no paper or foreign material at the back of the printer.
If there is a jam, remove the paper slowly.
e N
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Replace the front plate and the rear plate.
Replace the front plate first.

Press down until you hear it click into place.

Reload the paper.
P

See the following for more details on loading the paper.
5 “Replacing Paper” on page 23

If an error message is displayed on a Windows computer's screen, click OK to close the window.

FUJIFILM DX100 EX

A paper jam has occurred.

Remove any paper remaining from the roll paper feeder, and then reload the paper. -

W-1101

Ink Levels

JUBann

Yellow Sky Blue Cyan Pink. Black Magenta
Maintenance Cartridge Service Life Paper Setup from Printer
FUJIFILM Quality Dry Photo Paper (Glossy)
D Paper Width 6.0 inch(152 mm)
I st
Display Print Jobs ] oK |
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m Check that the ! light turns off, and the () light turns on.

This completes this section.

Paper is Jammed in the Internal Paper Feeder

Error message W-1102 - When the message "Open the rear cover and the top cover and remove any paper that
remains, and then load the paper again." is displayed, follow the steps below.

Ifyou have cleared a paper jam from the roll paper feeder but the error is still not cleared, or you cannot pull out the roll
paper feeder, there may be a jam inside the printer.

Important:
Contact your local dealer if you cannot access the top or rear of the printer.

For Mac OS X, delete all jobs from the print queue.

5 “Deleting Print Jobs” on page 78
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Remove the scrap paper box.

Pull the top section forward and then lift out the bottom section.
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Open the top cover.

Check the point where the jam occurred.

. If a lot of paper has been ejected from the front of the printer, cut the paper in front of the jam with a pair of
scissors and so on.
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E Slowly pull the remaining paper jammed inside the printer.
If you can pull the paper out, go to step 8.

If the paper is under the print head and cannot be easily removed, go to the next step.

Move the Print head unit manually, and remove the paper from the rear.
If the paper is on the right, move the print head unit to the left.

If the paper is on the left, move the print head unit to the right.
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g Important:
a

Ifyou cannot move the print head unit, do not try to force it to move, contact service support. Otherwise,
the print head unit could be damaged.

1 When removing the paper, do not touch the ink absorbing areas. Otherwise, the paper stand is soiled

which could also soil the back of the paper.

E Cut the paper you have pulled out with scissors and so on.

Remove the cut section.

n Important:

After cutting the paper, do not pull the paper inside the printer to the upper section. Remove the paper inside the
printer by following the procedure for removing roll paper.
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E Close the top cover.

Ay

Check if there is a paper jam in the roll paper feeder.

Perform steps 2 to 11 in "Paper is Jammed in the Roll Paper Feeder".
“Paper is Jammed in the Roll Paper Feeder” on page 79

Close the rear cover.

Reload the paper.

See the following for more details on loading the paper.

£ “Replacing Paper” on page 23
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If an error message is displayed on a Windows computer's screen, click OK to close the window.

o o ]

A paper jam has occurred.
Remove any paper remaining from the roll paper feeder, and then reload the paper. -
Ww-1101
Ink Levels
Yellow Sky Blue Cyan Pink Black Magenta
Maintenance Cartridge Service Life Paper Setup from Printer
FUJIFILM Quality Dry Photo Paper (Glossy)
I Paper Width 6.0inch(152 mm)
pr—— <! 4 feet
Display Print Jabs ] [

Check that the ! light turns off, and the () light turns on.

This completes this section.
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Problems with Print Results

Cause

What to do

Stripes appear at regular intervals in the

print outs.

Are the print head unit nozzles clogged?

If the print head unit is clogged, stripes appear at regular intervals, and print
quality declines. Check the nozzle status in the Maintenance Tool, and then try
cleaning.

See the "Maintenance Tool Operation Guide" for more details on the Maintenance
Tool.

£ "Maintenance Tool Operation Guide" - "Head Maintenance"

Print quality is poor, uneven, too light, or

too dark.

Are the print head unit nozzles clogged?

If the nozzles in the print head unit are clogged, specific nozzles do not fireink and
the print quality declines. Check the nozzle status in the Maintenance Tool, and
then try cleaning.

See the "Maintenance Tool Operation Guide" for more details on the Maintenance
Tool.

£ "Maintenance Tool Operation Guide" - "Head Maintenance"

Are you using a genuine ink cartridge?

The printer is developed for use with genuine ink cartridges. If you use
non-genuine ink cartridges, the prints may smear, or the color of the printed
image may be changed because the remaining ink level is not correctly detected.
Be sure to use the correct ink cartridge.

Are you using an old ink cartridge?

The print quality declines when an old ink cartridge is used. Replace the old ink
cartridge with a new one. We recommend using all the ink in the ink cartridge
before the expiry date printed on the package (within six months of installation).

£ “Replacing Ink Cartridges” on page 45

Do the settings in the Maintenance Tool and the settingsin the printer driver
match the paper loaded in the printer?

If the loaded paper type and the set Paper Type differ, print quality may decline.
Check the settings.

£ “Changing Paper Settings” on page 37

Have you compared the print result with the image on the display monitor?
Since monitors and printers produce colors differently, printed colors will not
always match on-screen colors perfectly.
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Cause What to do

The printed surface is scuffed or soiled. Is the paper too thick or too thin?
Check that the paper can be used with this printer.

2 "Printer Specifications” on page 95

The paper is creased. Are you using the printer at normal room temperature?

The printer should be used at normal room temperature (temperature: 15t0 25 °C,
humidity: 40 to 60 %). For information about paper such as thin paper from other
manufacturers that requires special handling, see the documentation supplied
with the paper

Problems when Cutting Paper

Cause What to do

The cutis crooked, the cutedgeisfrayedor | The cutter needs to be replaced.
turned up, or the coating is cracked. Contact service support to request cutter replacement.

When a Problem Cannot be Cleared

If you cannot resolve a problem after taking the measures described in the "Troubleshooting" section, contact service
support.
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Consumables and Optional Items

The following consumable products and optional items are available for use with your printer.

Product name

Explanation

Ink cartridges Black (BK)

This printer is developed for use with genuine ink cartridges. If

(DX INK CARTRIDGE) Cyan ()

you use non-genuine cartridges, the print result may be faint, or
the ink remaining may not be detected normally.

Magenta (M)

£ "Replacing Ink Cartridges” on page 45

Yellow (Y)

Sky Blue (SB)

Pink (P)

Maintenance Cartridge

(MAINTENANCE CARTRIDGE DX)

Absorbs ink consumed during head cleaning.

& “Replacing the Maintenance Cartridge” on page 53

Spindle Unit The same as the spindle unit supplied with the printer.
(SPINDLE UNIT DX) Remove protective materials before use.
Paper Case A case for storing paper to prevent the paper from being
(PAPER CASE) damaged.

7 “Notes on storage” on page 19
Tray A tray for holding print outs that are less than 102 mm long.

(PRINT TRAY DX)

Large tray
(LARGE PRINT TRAY DX)

A tray for holding print outs that are 102.1 to 305 mm long.
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Notes on Moving the Printer

Perform the following operations when moving the printer.

Caution:
[ When lifting this printer, make sure you use the correct posture.

1 When lifting the printer, hold it in the areas indicated in the manuall.
The printer may fall if you lift it by holding other areas, and your fingers could be caught which may cause an
injury.

Place your hands at the points indicated in the photo, and then lift.

n Important:
[ Only hold the required area. Otherwise, it may breakdown.

(A Move the printer with ink cartridges installed. Do not remove the ink cartridges; otherwise, the nozzles may be
clogged and make it impossible to print, or ink may leak.

(A When moving the printer, do not tilt it. Ink could leak out.

Preparing to Move

Make the following preparations in advance before moving the printer.
(4 Turn off the printer and remove all cables.

[ Remove any trays if they are installed.

1 Remove any paper.
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After Moving

After moving, make sure that the print head is not clogged before use.

£ "Maintenance Tool Operation Guide"

Printer Specifications

Basic specifications

Printing method

On-demand ink jet

Nozzle configuration

180 nozzles for each color

Print direction

Bidirectional printing

Highest resolution

720 x 720 dpi

Paper feed method

Friction feed

Interface

Universal Serial Bus Specifications Revision 2.0

Electrical Specifications

Rated voltage AC100to 120V AC220to 240V
Rated frequency range 50/60 Hz 50/60 Hz
Rated current 3.0A 15A

Power consumption

Operating: Approximately 120 W
Sleep mode: Approximately 6 W
Power off: Less than 0.5 W

Operating: Approximately 120 W
Sleep mode: Approximately 6 W
Power off: Less than 0.5 W

Paper Specifications

Paper type

FUJIFILM Quality Dry Photo Paper (GLOSSY, LUSTER)

Paper core size

Roll paper feeder (3 inch core diameter): Outer diameter less than 170 mm/One can be loaded

Paper length

89 to 1,000 mm

Paper width

102 mm (4 inches), 127 mm (5 inches), 152 mm (6 inches), 203 mm (8 inches), 210 mm (A4)
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Ink Specifications
Type Ink cartridges
Ink type Six color water-based dye
Use by date Three years after manufacture

Storage temperature

In the packaging: -20 to 40 °C (within one month at 40 °C)
Installed in printer: -20 to 40 °C (within one month at 40 °C)
Transporting: -20 to 60 °C (within one month at 40 °C, 72 hours at 60 °C)

Capacity

200 ml

Cartridge dimensions

25 (W) x 200 (D) x 100 (H) mm

Important:

[ The ink freezes if left at below -15 °C for a long time. If it does freeze, leave it at room temperature (25 °C) for at
least four hours until it has defrosted (without condensation).

[ Do not disassemble the ink cartridges or refill the ink.

Maintenance Cartridge Specifications

Type

Maintenance cartridge for waste ink.

Number installed

1

Environmental conditions

In the packaging: -20 to 40 °C (temperature), 20 to 85% (humidity)

Installed in printer: Conforms to the general specifications below

Transporting:-20to 60 °C (temperature) 5 to 85% (humidity) (within one month at40°C, 120 hours
at 60 °C)

Cartridge dimensions

78.8 (W) x 254.5 (D) x 38.5 (H) mm

General Specifications

Temperature Operating: 10 to 35 °C
Storage (before unpacking): -20 to 60 °C (within 120 hours at 60 °C, one month at 40 °C)
Storage (after unpacking): -20 to 40 °C (within one month at 40 °C)
Humidity Operating: 20 to 80% (without condensation)
Storage (before unpacking): 5 to 85% (without condensation)
Storage (after unpacking): 5 to 85% (without condensation)
Weight Approx. 23 kg (printer only)
Dimensions 460 (W) x 430 (D) x 354 (H) mm

£ “Necessary Space” on page 97
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Standards and Approvals

Safety UL 60950-1
CAN/CSA No. 60950-1
Low Voltage Directive 2006/95/EC EN 60950-1
EMC FCC part 15 subpart B class A
CAN/CSA-CEI/IEC CISPR 22 Class A
AS/NZS CISPR 22 Class A
EMC Directive 2004/108/EC EN 55022 Class A
EN 55024
EN 61000-3-2
EN 61000-3-3
Warning:

This is a class A product. In a domestic environment this product may cause radio interference in which case the user

may be required to take adequate measures.

Necessary Space

Necessary space

354 mm

30 mm
430 mm

30 mm
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Notes

1 Unauthorized reproduction of a part or all of this manual is strictly prohibited.
[ The contents of this manual are subject to change without prior notice.

4 Contact our company if you have any questions, find a mistake, encounter a missing description, and so on in the
contents of this manual.

[ Regardless of the previous point, we will under no conditions be liable for any damages or losses resulting from
operation of this product.

[ We will under no conditions be liable for any damages or losses resulting from operation of this product in any
way other than described in this manual, inappropriate use of this product, or repairs or modifications performed
by a third party other than our company or our suppliers.

[d  Weareunable to accept responsibility for any problems resulting from the use of options or consumable products
other than our genuine products, or products that we recommend, even if the problem occurs within the warranty
period. In this case, a fee will be required for any necessary repairs.

FCC Compliance Statement

For United States Users

This equipment has been tested and found to comply with the limits for a Class A digital device, pursuant to Part 15 of
the FCC Rules. These limits are designed to provide reasonable protection against harmful interference when the
equipment is operated in a commercial environment. This equipment generates, uses, and can radiate radio frequency
energy and, if not installed and used in accordance with the instruction manual, may cause harmful interference to
radio communications. Operation of this equipment in a residential area is likely to cause harmful interference, in
which case the user will be required to correct the interference at his own expense.This device complies with Part 15 of
the FCC Rules. Operation is subject to the following two conditions:

(1) this device may not cause harmful interference, and
(2)this device must accept any interference received, including interference that may cause undesired operation.

WARNING

The connection of a non-shielded equipment interface cable to this equipment will invalidate the FCC Certification of
this device and may cause interference levels which exceed the limits established by the FCC for this equipment. It is
the responsibility of the user to obtain and use a shielded equipment interface cable with this device. If this equipment
has more than one interface connector, do not leave cables connected to unused interfaces. Changes or modifications
not expressly approved by the manufacturer could void the user’s authority to operate the equipment.

For Canadian Users
This Class A digital apparatus complies with Canadian ICES-003.

Cet appareil numérique de la classe A est conforme & la norme NMB-003 du Canada.

For United States customers only

WARNING: The cords included with this product contain chemicals, including lead, known to the State of California
to cause birth defects or other reproductive harm. Wash hands after handling. (This notice is provided in accordance
with Proposition 65 in Cal. Health & Safety Code § 25249.5 and following.)
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For European customers only

The crossed out wheeled bin label that can be found on your productindicates that this product should not be disposed
of via the normal household waste stream. To prevent possible harm to the environment or human health please
separate this product from other waste streams to ensure that it can be recycled in an environmentally sound manner.
For more details on available collection facilities please contact your local government office or the retailer where you
purchased this product.

This information only applies to customers in the European Union, according to Directive 2012/19/EU of the
EUROPEAN PARLIAMENT AND OF THE COUNCIL OF 04 July 2012 on waste electrical and electronic equipment

(WEEE) and legislation transposing and implementing it into the various national legal systems.

For other countries, please contact your local government to investigate the possibility of recycling your product.

For Turkish customers only

AEEE Yoénetmeligine Uygundur.
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FUJIFILM Corporation
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in North America

in Europe

in Central America
in South America

in Asia
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FUJIFILM North America Corporation
200 Summit Lake Drive, Valhalla NY 10595-1356, U.S.A.

FUJIFILM CANADA INC.
600 Suffolk Court, Mississauga, Ontario, L5R 4G4, Canada

FUJIFILM HAWAII, INC.
94-468 Akoki Street, Waipahu, Hawaii 96797, U.S.A.

FUJIFILM EUROPE G.m.b.H.
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FUJIFILM UK LTD.
St. Martins Business Centre St. Martins Way Bedford MK42 OLF U.K.

FUJIFILM ESPANA, S.A.
Aragon, 180, 08011-Barcelona, Spain

FUJIFILM FRANCE S.A.S.
16, Rue Etienne Jules Marey, 78391 Bois d' Arcy, Franc

FUJIFILM CORPORATION MEXICO OFFICE
Av. Ejercito Nacional 351, 5 piso, Col. Granada, 11520 Mexico D.F., Mexico

FUJIFILM DO BRASIL LTDA.
Avenida Vereador Jose Diniz 3400, Campo Belo, Sao Paulo- CEP, Brazil - SP 04604-901,Brazil

FUJIFILM (SINGAPORE) PTE. LTD.
10 New Industrial Road, Fuijifilm Building, Singapore 536201

FUJIFILM (THAILAND) LTD.
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FUJIFILM (MALAYSIA) SDN. BHD.
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Malaysia

FUJIFILM INDIA PRIVATE LIMITED
6th Floor, Universal Trade Tower, Gurgaon-Sohna Road, Sector 49, Gurgaon-122101, Haryana, India

FUJIFILM AUSTRALIA PTY LTD.
114 Old Pittwater Road, Brookvale, N.S.W. 2100, Australia

FUJIFILM NZ LTD.
Cnr William Pickering Drive & Bush Road, Albany, Auckland, New Zealand

FUJIFILM CORPORATION DUBAI OFFICE
R/A 08 HB 03, PO Box 17212, Jebel Ali Free Zone, Dubai, U.A.E.

FUJIFILM CORPORATION JOHANNESBURG OFFICE
9th Floor, Sandton City Office Towers, Cnr Rivonia Road & 5th Street, Sandton 2196, South Africa
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